Frequency is an important parameter of a power system. It is of great significance to maintain its stability, especially in the current development scenario of large-scale interconnected power systems. Thermostatically controlled appliances (TCAs) are good controllable resources for demand response owing to their rapid response capabilities and relatively wide controllable ranges. In this study, domestic water heaters, which have wider deadbands compared with other typical TCAs, such as heat pumps, are used as frequency regulation resources. The main contribution of this paper is that it proposes a queuing-controlled strategy with lock-on and off constraints for controlling an efficient power plant consisting of water heaters (EPP-WH). The queuing-controlled strategy enables TCAs to provide frequency regulation ancillary service for the normal operation of the power system. The thermal dynamic process of the water heater and the formation of the EPP-WH are first discussed. Based on the developed model, a series of strategies are proposed, including load shedding calculation, top layer optimization, and improved temperature priority list (TPL) strategy with lock-on and off constraints. Finally, typical case studies are discussed to illustrate the frequency regulation effects and the effects of two characteristic parameters-users' willingness and lock time limits. Reasonable targets are generated based on various consideration from top layer optimization module. The results indicate that using the model and proposed strategies, the EPP-WH has good frequency regulation performance.
Introduction
Frequency is a critical parameter that indicates the balance between power generation and load consumption in power systems. When there is a severe disturbance or a drastic change in loading conditions, the operating state of the system may change from the normal state to the emergency state. Traditionally, the frequency is primarily controlled by adjusting resources on the generation side, including extra capacity from large generators and interconnection [1] . If the system's frequency is still out of the normal range, effective measures must be taken to maintain the frequency stability, such as load shedding and modifying demand response. In such conditions, load shedding is regarded as one effective emergency control method, which has been an established practice to bring systems back to their normal operating state. It is a long-term measure often used after the primary frequency regulation fails. The main objective of load shedding is to bring the system's frequency back to an t 1 a is the ambient temperature. By fitting the observed performance data, including user's water demand and water temperature, thermal parameters, such as R, C, and Q can be determined.
As shown in Figure 1 , the temperature in the tank develops between θ high and θ low . θ set represents the setpoints of the water heater. When the water heater is on, the temperature increases along with power consumption, while when the water heater is off, it decreases. The curve in the ellipse simulates the temperature trend when the user demands a large quantity of hot water. The shaded rectangles below represent the power consumption. There is a unique correspondence between the temperature rising and the power consumption. The relationship of θ high , θ low , θ set , and δ can be defined as follows: 
Efficient Power Plant Consisting of Water Heaters
Based on the single water heater's thermal dynamic process, a group of water heaters can be regarded as an efficient power plant (EPP). Its output power limits +Δ t t min P , +Δ t t max P at + Δ t t, can be described as follows: 
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In Figure 2 , the shaded triangle represents the energy reduced as a result of adopting control strategies during the period Δt , the gray dotted lines represent the EPP's output limit, and the dark points are some possible operating status. EPP 
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In Figure 2 , the shaded triangle represents the energy reduced as a result of adopting control strategies during the period Δt , the gray dotted lines represent the EPP's output limit, and the dark points are some possible operating status. EPP There are four main parameters: P t max and P t min , which are logically equivalent to the users' comfortable level constraints; uncontrolled EPP state P t EPP_u ; and controlled EPP state P t EPP . From Figure 2 , it can be observed that if EPP-WH has a large feasibility range, and the operating point is near the upper limit, it has better conditions to become a good candidate for load shedding. Using these basic parameters, other main technical parameters can be defined as: 
The controlled capacity ∆P t+∆t EPP represents the capacity of the energy storage or the energy releasing capacity, that is to say that water heaters can absorb or release energy when the EPP-WH is under control; ∆P up and ∆P down represent the feasible regions of the EPP's state, which are the feasible boundaries of the energy storage or the energy releasing capacity at this moment. In particular, the shedding capacity ∆P down represents the EPP's biggest power saving ability.
Lock On and Off Constraints
To prevent water heaters from being controlled too often, lock-on and off functions were included in the TPL [28] strategy. The basic logic of this constraint is to set minimum time limits t on limit or t o f f limit . When a water heater is on or off, it should maintain its status for at least t on limit or t o f f as lock-on and off timer to record the lock time:
If a water heater is being locked, the timer will keep counting, and during this period, EPP-WH cannot be controlled. After the timer reaches its time limits, the EPP-WH can be available again as shown in Equations (5)-(7). When calculating the limits of EPP-WH, Equation (3) needs to be updated:
The controlled capacity P t+∆t EPP_l represents the capacity of the energy storage or the energy releasing capacity, that is to say that water heaters can absorb or release energy when the EPP-WH is under control; ∆P up and ∆P down represent the feasible regions of the EPP's state, which are the feasible boundaries of the energy storage or the energy releasing capacity at this moment. In particular, the shedding capacity ∆P down represents the EPP's biggest power saving ability: Figure 3 shows the operating points of the EPP-WH, where the gray points represent the state without lock-on and off constraints. The upper and lower limits of the EPP-WH have shrunk. Compared with the uncontrolled point P t EPP_u , the total energy restored can be seen as Section A Energies 2017, 10, 559 6 of 21 plus section B. Taking lock-on and off constraints into account, some water heaters cannot be controlled even if they are within reasonable temperature ranges. Therefore, the target generation of the EPP-WH is becoming "conservative", leading to a higher operating point ∆P t EPP_l , and the energy restored decreased to only the area in section A. The load capacities of the rising, decreasing, and controlled were all reduced. But with this constraint, the users' comfortable levels were maintained, which is a major advantage of this approach. Figure 3 shows the operating points of the EPP-WH, where the gray points represent the state without lock-on and off constraints. The upper and lower limits of the EPP-WH have shrunk.
Compared with the uncontrolled point t EPP_u P , the total energy restored can be seen as Section A plus section B. Taking lock-on and off constraints into account, some water heaters cannot be controlled even if they are within reasonable temperature ranges. Therefore, the target generation of the EPP-WH is becoming "conservative", leading to a higher operating point Δ 
Users' Willingness Model
Users' willingness γ can be defined as the degree of initiative for water heater users to participate into demand response. It is affected by many factors, like educational level, family income, family members' age [29, 30] and so on. Generally, family members having a college or above education level have stronger willingness to participate in demand response; families with higher income increase their initiative; if the average age of family members is between 35-45, it is more likely to have a strong willingness to participate in demand response. In this part, three factorseducational level, income influence and family members' age-are taken into account. Figure 4 shows the relationship of related factors and uses' willingness. As the diversity of educational level is not as abundant as that of family income and family members' age, three levels are set up to describe the influences of educational level on users' willingness, EL stands for the education level. 
Users' willingness γ can be defined as the degree of initiative for water heater users to participate into demand response. It is affected by many factors, like educational level, family income, family members' age [29, 30] and so on. Generally, family members having a college or above education level have stronger willingness to participate in demand response; families with higher income increase their initiative; if the average age of family members is between 35-45, it is more likely to have a strong willingness to participate in demand response. In this part, three factors-educational level, income influence and family members' age-are taken into account. Figure 4 shows the relationship of related factors and uses' willingness. As the diversity of educational level is not as abundant as that of family income and family members' age, three levels are set up to describe the influences of educational level on users' willingness, EL stands for the education level.
The low and middle income group account for the majority of the total group. This group of people have relatively weaker willingness to participate in demand response activities compared with the high income group, so an exponential model is set up to describe the influence of educational level on users' willingness. Here FI stands for the family income:
where a 4 stands for the maximum input, if FI is more than a 4 , the influence stays the same. The influence of family members' average age on users' willingness can be described as follows:
The influences of family members' average age obey a normal distribution with expectation a 5 and standard deviation σ, which means children and the aged are not the main participants in demand response programs. People aged between a 6 and a 7 (usually 35-45) will have more interest.
Based on the analysis above, an integrated users' willingness model can be set up:
where γ wh has taken educational level, family income and family members' average age into account.
γ wh changes from 0 to 1 after normalization.
where 4 a stands for the maximum input, if FI is more than 4 a ,the influence stays the same. The influence of family members' average age on users' willingness can be described as follows: 
Optimization and Strategies
This section will discuss the main optimization methods and strategies. Figure 5 illustrates the different periods of frequency response and the corresponding resources. When the system is running normally, the frequency of the system is kept within a reasonable range, which is usually a ±0.2 Hz deviation of the system standard frequency (50 or 60 Hz). When there is a system disturbance, 
This section will discuss the main optimization methods and strategies. Figure 5 illustrates the different periods of frequency response and the corresponding resources. When the system is running normally, the frequency of the system is kept within a reasonable range, which is usually a ±0.2 Hz deviation of the system standard frequency (50 or 60 Hz). When there is a system disturbance, the frequency of the system may immediately drop out of the normal range. The first part of the UFLS will begin when the system frequency is below f epp ; this part can be regarded as "emergency adjustment", which undertakes the most load shedding task, with the EPP-WH, EV, and storage (such as batteries) as the frequency response resources.
the frequency of the system may immediately drop out of the normal range. The first part of the UFLS will begin when the system frequency is below epp f ; this part can be regarded as "emergency adjustment", which undertakes the most load shedding task, with the EPP-WH, EV, and storage (such as batteries) as the frequency response resources. When the frequency changes back to nor_l f , which is the lower limit of the system frequency, regulation adjustment begins in order to maintain the system frequency. A long-term approach will be implemented, which includes load shedding and rising, different from the emergency adjustment. Figure 6 illustrates the control structure and strategies. By analyzing the status of the generators, the frequency deviation of the system Δf and the required load to be shed ΔP can be calculated. With the evaluation of Δf , the frequency response resource will be decided. Using information on the generator's operating point, the total target ΔP can be calculated through a series of analyses which will be elaborated in more detail in the following section. The EPP-WH, EV, and storage receive their targets based on their percent power When the frequency changes back to f nor_l , which is the lower limit of the system frequency, regulation adjustment begins in order to maintain the system frequency. A long-term approach will be implemented, which includes load shedding and rising, different from the emergency adjustment. Figure 6 illustrates the control structure and strategies. the frequency of the system may immediately drop out of the normal range. The first part of the UFLS will begin when the system frequency is below epp f ; this part can be regarded as "emergency adjustment", which undertakes the most load shedding task, with the EPP-WH, EV, and storage (such as batteries) as the frequency response resources. When the frequency changes back to nor_l f , which is the lower limit of the system frequency, regulation adjustment begins in order to maintain the system frequency. A long-term approach will be implemented, which includes load shedding and rising, different from the emergency adjustment. Figure 6 illustrates the control structure and strategies. By analyzing the status of the generators, the frequency deviation of the system Δf and the required load to be shed ΔP can be calculated. With the evaluation of Δf , the frequency response resource will be decided. Using information on the generator's operating point, the total target ΔP can be calculated through a series of analyses which will be elaborated in more detail in the following section. The EPP-WH, EV, and storage receive their targets based on their percent power By analyzing the status of the generators, the frequency deviation of the system ∆ f and the required load to be shed ∆P can be calculated. With the evaluation of ∆ f , the frequency response resource will be decided. Using information on the generator's operating point, the total target ∆P can be calculated through a series of analyses which will be elaborated in more detail in the following section. The EPP-WH, EV, and storage receive their targets based on their percent power consumption in the system. In this study, we focused on the performance of the EPP-WH, assuming EV and storage has good and stable performance. To ensure that appropriate targets are dispatched, several elements were taken into account, including the EPP-WH "users' willingness" and operating points. During the period of emergency adjustment, each type of resources decreases its power consumption to help pull the system frequency back to the normal range. While in the regulation adjustment period, response targets generated from the system includes both load increasing and load shedding.
Load Shedding Calculation
When a disturbance occurs in a multi-machine power system, with the measured dynamic system response, changes in rotor speed of synchronous generators can be detected first. In the process of dynamic frequency change, different generators have different influences on the system frequency. Therefore, the definition of the center of inertia (COI) frequency is put forward. In this paper, the rate of change of the COI frequency is regarded as the rate of change of the system frequency. Based on this, the rotor speed and the motion equation of the COI are expressed as follows:
where ω COI is the rotor speed of the center of inertia (rad/s),
torque of the ith generator (kW·s·rad −1 ), f COI is the frequency of the center of inertia (Hz) based on the relationship ω COI = 2π f COI , in per unit value, ω COI = f COI :
Using Equation (15) , the target load shedding ∆P is achieved. Using information on water heater users' willingness and the operating point, f epp can be obtained as:
where γ i,k wh stands for the kth water heater user's willingness in the i-th EPP-WH, ranging from 0 to 1, P i,k wh is the power consumption of the k-th water heater. γ i can be calculated through a method of weighting considering users' actual power consumption, and γ can be generated by weighting all the γ i in system. f P represents the maximum frequency range of the regulation frequency adjustment, which can be estimated by Equation (16) . Using information from the system, appropriate targets can be identified to the execution units under different ∆ f conditions. Equation (15) describes the relationship between the rate of frequency and the loads that need to be decreased or increased. Before the frequency returns back to f nor_l , ∆P is a negative parameter; during this emergency adjustment period, the system continues load shedding. While in the regulation adjustment process, ∆P may be a positive or negative parameter depending on the system operating status, the system has demands of shedding and increasing loads.
Target Assignment Method
Assuming there is a load shedding demand at time t, the EPP-WHs at higher operating points will be suitable to undertake more task, as they have larger ∆P down to decrease their power consumption. Similarly, if one EPP-WH is operating at a lower point, it can be a good resource to response load rising target. To evaluate the influences of EPP-WH's operating status, parameter λ is defined to calculate the degree of suitability for an EPP-WH to participate into demand response. λ can be obtained through analysis of the operating status of EPP-WH. Considering the lock-on effects and diversities of EPP-WHs, each EPP-WH has different operating status and power limits which are all time-varying, the degree of suitability for an EPP-WH to participate into demand response at time t can be defined as follows:
Conclusion can be drawn that the larger the value of λ k,t is, the more targets should be distributed to this EPP-WH, and the more ith EPP-WH is likely to be a good response resource. Based on the analysis above, the objective function and constraints can be written as follows:
load rising (18) where ∆P * k,t stands for the target distributed to ith EPP-WH, ∆P t total is the total target which can be generated by Equation (15) . The equation constraint means all the EPP-WHs undertake the total target ∆P t total . Besides, every EPP-WH should satisfy its upper and lower limits considering the lock-on and off effects. By using 1 − λ k,t as weighting factor, the target generated from objective function has considered the influences of users' willingness λ k,t and the lock-on and off constraints. Using PSO method to solve this optimal problem, generating ∆P * k,t for each EPP-WH.
EPP-WH Optimization Strategies
In this study, a new TPL method with lock-on and off constraints was used to control the EPP-WH. First, at each time step, taking into account the status of the water heaters, the controlled group were screened out, the upper and lower limits were calculated using Equation (3), the EPP-WH was developed, in which water heaters in "lock" status have been eliminated. Second, the water heaters were divided into two parts based on their switch's status, making up two controlled groups as shown in Figure 7 and Equations (19)- (20):
In O t open , water heaters were sorted according to their temperature in descending order. While in C t closed , water heaters were sorted according to their temperature in ascending order. water heaters eliminated from the EPP-WH. All the arrows move in the clockwise direction, the water heaters at the end of each group will switch their status automatically and step into the other group at the next time step. Finally, a group of water heaters will be turned off or turned on, that is to say, the EPP-WH decreases or increases the power consumption by a certain amount based on the type of targets sent to it. When the EPP-WH has to decrease its power consumption, the exact number of the water heaters to be turned off can be calculated by: 
O
will be closed, and the EPP-WH decreases its power consumption for
. Similarly, when the EPP-WH has to increase its power consumption, the exact number of the water heaters to be turned on can be calculated by:
Then the top kc water heaters in the t closed C will be opened, and the EPP-WH increases its power consumption for
ΔP .
Simulation Results and Analysis
This section discusses the effects of several key parameters on the control methods. All the cases are based on the IEEE New England 10 generators 39 bus system. Figure 8 shows the topology of the system, while the active power of the load nodes are listed in Table 1 . The total number of water heaters was 100,000 with an average power 6 kW. Assuming a smart controlling unit has been set, the control period of the EPP-WH was 10 s. A detailed description of the system is presented in the Appendix A. 3-order model was used to describe the status of the generators, the detailed parameters are presented in Table A1 , the detailed slack generator parameters are listed below in Table A2 . In Figure 7 , the temperature increases from left to right, the dark arrows represent water heaters in the O t open at the time t, the gray arrows represent those in the C t closed , and the red arrows represent water heaters eliminated from the EPP-WH. All the arrows move in the clockwise direction, the water heaters at the end of each group will switch their status automatically and step into the other group at the next time step.
Finally, a group of water heaters will be turned off or turned on, that is to say, the EPP-WH decreases or increases the power consumption by a certain amount based on the type of targets sent to it. When the EPP-WH has to decrease its power consumption, the exact number of the water heaters to be turned off can be calculated by:
Then the top ko water heaters in the O t open will be closed, and the EPP-WH decreases its power consumption for ∆P k,t . Similarly, when the EPP-WH has to increase its power consumption, the exact number of the water heaters to be turned on can be calculated by:
Then the top kc water heaters in the C t closed will be opened, and the EPP-WH increases its power consumption for ∆P k,t .
This section discusses the effects of several key parameters on the control methods. All the cases are based on the IEEE New England 10 generators 39 bus system. Figure 8 shows the topology of the system, while the active power of the load nodes are listed in Table 1 . The total number of water heaters was 100,000 with an average power 6 kW. Assuming a smart controlling unit has been set, the control period of the EPP-WH was 10 s. A detailed description of the system is presented in the Appendix A. 3-order model was used to describe the status of the generators, the detailed parameters are presented in Table A1 , the detailed slack generator parameters are listed below in Table A2 . In this study, to achieve a drastic frequency change, the load level increased by 28% at the start of the simulation, and the system frequency quickly decreased to 47.6 Hz as shown in Figure 9 . In this study, to achieve a drastic frequency change, the load level increased by 28% at the start of the simulation, and the system frequency quickly decreased to 47.6 Hz as shown in Figure 9 . Figure 9 . System frequency without adjustment strategies.
Case 1-Principle of Traditional UFLS Method
The traditional method requires four or more rounds to undertake load shedding. During this period, different percentages of ΔP load shedding will be carried out. As the load shedding percent has been set previously, it cannot achieve accurate frequency adjustment. Besides, the multi-rounds schedule comes up with time delay, which should not be ignored. A typical load shedding schedule is presented in Table 2 . 
Case 2-Comparision of Different UFLS Methods
In this section, a comparison of different frequency adjustment strategies is presented to illustrate the advantages of the proposed method. The two strategies are under the same simulation conditions, three frequency curves are shown in Figure 10 , which represent the traditional method, the proposed method with sufficient resource, and the deficient resource, respectively. It can be observed that the proposed method had a shorter reaction time and less frequency deviations from the nor f . This is because using frequency response resources, such as the EPP-WH, EV, and storage, targets and commands are generated in real-time; therefore, the entire response process can be more generalized. As the EPP-WH has a quick response speed, the influences of time delay can be decreased. However, if the frequency adjustment resource is not sufficient, the response curve may remain in the lower level as shown in Figure 10 . The EPP-WH power with deficient and sufficient resources are presented in Figures 11 and 12 . It was observed that only when the EPP-WH received a reasonable response target (within its 
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In this section, a comparison of different frequency adjustment strategies is presented to illustrate the advantages of the proposed method. The two strategies are under the same simulation conditions, three frequency curves are shown in Figure 10 , which represent the traditional method, the proposed method with sufficient resource, and the deficient resource, respectively. It can be observed that the proposed method had a shorter reaction time and less frequency deviations from the nor f . This is because using frequency response resources, such as the EPP-WH, EV, and storage, targets and commands are generated in real-time; therefore, the entire response process can be more generalized. As the EPP-WH has a quick response speed, the influences of time delay can be decreased. However, if the frequency adjustment resource is not sufficient, the response curve may remain in the lower level as shown in Figure 10 . The EPP-WH power with deficient and sufficient resources are presented in Figures 11 and 12 . It was observed that only when the EPP-WH received a reasonable response target (within its range), can the water heaters exhibit stable performance. If the target remains lower than the lower limit of the EPP-WH, a high number of water heaters will be switched on to maintain the users' comfortable levels leading to a relatively large response error as shown in Figure 11 . In this case, the critical point has divided the response process into two periods. In the beginning of a period of time, the EPP-WH had enough demand response resource to follow the target. While after the critical point, demand response resource decreased significantly. Since the number of water heaters in C t closed decreased over time, for a single water heater, being closed for a long time means that the water temperature will be continuously decreasing, more water heaters will switch on, and go into the O t open again to maintain the basic temperature demand. Therefore, a reasonable response target is of great importance for the comparison of Figures 11 and 12. Energies 2017, 10, 559 14 of 21 response range), can the water heaters exhibit stable performance. If the target remains lower than the lower limit of the EPP-WH, a high number of water heaters will be switched on to maintain the users' comfortable levels leading to a relatively large response error as shown in Figure 11 . In this case, the critical point has divided the response process into two periods. In the beginning of a period of time, the EPP-WH had enough demand response resource to follow the target. While after the critical point, demand response resource decreased significantly. Since the number of water heaters in Figure 13 shows the EPP-WH's performance of frequency regulation based on different users' willingness: 10% and 80% degrees of participation of the EPP-WH were simulated. That is, 10% and 80% of all the water heater users agreed to be controlled during the period of demand response. response range), can the water heaters exhibit stable performance. If the target remains lower than the lower limit of the EPP-WH, a high number of water heaters will be switched on to maintain the users' comfortable levels leading to a relatively large response error as shown in Figure 11 . In this case, the critical point has divided the response process into two periods. In the beginning of a period of time, the EPP-WH had enough demand response resource to follow the target. While after the critical point, demand response resource decreased significantly. Since the number of water heaters in Figure 13 shows the EPP-WH's performance of frequency regulation based on different users' willingness: 10% and 80% degrees of participation of the EPP-WH were simulated. That is, 10% and 80% of all the water heater users agreed to be controlled during the period of demand response. Figure 13 shows the EPP-WH's performance of frequency regulation based on different users' willingness: 10% and 80% degrees of participation of the EPP-WH were simulated. That is, 10% and 80% of all the water heater users agreed to be controlled during the period of demand response. response range), can the water heaters exhibit stable performance. If the target remains lower than the lower limit of the EPP-WH, a high number of water heaters will be switched on to maintain the users' comfortable levels leading to a relatively large response error as shown in Figure 11 . In this case, the critical point has divided the response process into two periods. In the beginning of a period of time, the EPP-WH had enough demand response resource to follow the target. While after the critical point, demand response resource decreased significantly. Since the number of water heaters in t closed C decreased over time, for a single water heater, being closed for a long time means that the water temperature will be continuously decreasing, more water heaters will switch on, and go into Figure 13 shows the EPP-WH's performance of frequency regulation based on different users' willingness: 10% and 80% degrees of participation of the EPP-WH were simulated. That is, 10% and 80% of all the water heater users agreed to be controlled during the period of demand response. To study the effects of different users' willingness independently, supplemental resources were forbidden. Considering the scale of the EPP-WH, appropriate targets were set. There is a time difference t between the two curves first reaching a frequency of 50 Hz. It was observed that the more the users participate in the demand response, the less the time required for the recovery of system's frequency. The normal range of frequency is 49.8-50.2 Hz in this case. At the beginning, a disturbance causes the frequency of the system to decrease from 50 Hz to approximately 49 Hz. After a time of 30 s, UFLS measures were implemented to prevent more severe frequency collapse. Targets were generated, and the EPP-WH responded to these targets by shedding a certain amount of loads. After a period of approximately 1 min, the trajectory of the frequency returned back to the normal range. Despite this, the willingness of the water heater users still had great effects on the targets sent to the EPP-WH as shown in Figure 14 . From Figure 14 , it can be observed that when the water heater users have stronger willingness to participate in load shedding, the top layer optimization module will send more targets to the EPP-WH. In the case of 80% degree of participation, the target increased after 6 min because most water heaters have already been turned off. To maintain the users' comfortable levels, targets sent to the EPP-WH were adjusted, which also can be speculated, as the operating point was close to the lower limit of the EPP-WH. To study the effects of different users' willingness independently, supplemental resources were forbidden. Considering the scale of the EPP-WH, appropriate targets were set. There is a time difference △t between the two curves first reaching a frequency of 50 Hz. It was observed that the more the users participate in the demand response, the less the time required for the recovery of system's frequency. The normal range of frequency is 49.8-50.2 Hz in this case. At the beginning, a disturbance causes the frequency of the system to decrease from 50 Hz to approximately 49 Hz. After a time of 30 s, UFLS measures were implemented to prevent more severe frequency collapse. Targets were generated, and the EPP-WH responded to these targets by shedding a certain amount of loads. After a period of approximately 1 min, the trajectory of the frequency returned back to the normal range. Despite this, the willingness of the water heater users still had great effects on the targets sent to the EPP-WH as shown in Figure 14 . From Figure 14 , it can be observed that when the water heater users have stronger willingness to participate in load shedding, the top layer optimization module will send more targets to the EPP-WH. In the case of 80% degree of participation, the target increased after 6 min because most water heaters have already been turned off. To maintain the users' comfortable levels, targets sent to the EPP-WH were adjusted, which also can be speculated, as the operating point was close to the lower limit of the EPP-WH. If the system does not have abundant supplemental resources, and the EPP-WH has a lower heater users' willingness to participate in the demand response at the same time, the system will have little controllable resources, resulting in poor frequency performance as shown in Figure 15 . If the system does not have abundant supplemental resources, and the EPP-WH has a lower heater users' willingness to participate in the demand response at the same time, the system will have little controllable resources, resulting in poor frequency performance as shown in Figure 15 . To study the effects of different users' willingness independently, supplemental resources were forbidden. Considering the scale of the EPP-WH, appropriate targets were set. There is a time difference △t between the two curves first reaching a frequency of 50 Hz. It was observed that the more the users participate in the demand response, the less the time required for the recovery of system's frequency. The normal range of frequency is 49.8-50.2 Hz in this case. At the beginning, a disturbance causes the frequency of the system to decrease from 50 Hz to approximately 49 Hz. After a time of 30 s, UFLS measures were implemented to prevent more severe frequency collapse. Targets were generated, and the EPP-WH responded to these targets by shedding a certain amount of loads. After a period of approximately 1 min, the trajectory of the frequency returned back to the normal range. Despite this, the willingness of the water heater users still had great effects on the targets sent to the EPP-WH as shown in Figure 14 . From Figure 14 , it can be observed that when the water heater users have stronger willingness to participate in load shedding, the top layer optimization module will send more targets to the EPP-WH. In the case of 80% degree of participation, the target increased after 6 min because most water heaters have already been turned off. To maintain the users' comfortable levels, targets sent to the EPP-WH were adjusted, which also can be speculated, as the operating point was close to the lower limit of the EPP-WH. If the system does not have abundant supplemental resources, and the EPP-WH has a lower heater users' willingness to participate in the demand response at the same time, the system will have little controllable resources, resulting in poor frequency performance as shown in Figure 15 . Therefore, a certain amount of supplemental resources are of great significance as the UFLS is not the only method for maintaining the system's frequency. Therefore, alternative schemes should be anticipated.
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Case 4-Influence of Lock-On and Off Constrains
On the one hand, the UFLS is a type of long-term method to maintain the normal status of power systems. On the other hand, water heaters should not be controlled too often when there are no urgent frequency regulation demand. The control period of the EPP-WH will be extended to 1 min after the normal period of system's frequency. Figure 16 shows the EPP-WH's operating in the upper and lower limits without lock-on and off constraints and the status taking constrains into consideration with a 5 min time limit. Therefore, a certain amount of supplemental resources are of great significance as the UFLS is not the only method for maintaining the system's frequency. Therefore, alternative schemes should be anticipated.
On the one hand, the UFLS is a type of long-term method to maintain the normal status of power systems. On the other hand, water heaters should not be controlled too often when there are no urgent frequency regulation demand. The control period of the EPP-WH will be extended to 1 min after the normal period of system's frequency. Figure 16 shows the EPP-WH's operating in the upper and lower limits without lock-on and off constraints and the status taking constrains into consideration with a 5 min time limit. The limits of the EPP-WH were significantly reduced due to the lesser availability of resources. Though the feasible region was smaller, this constraint was beneficial because the controlled time of each water heater per minute has decreased from 3.2 to 1.3, which improved the users' comfortable levels. Therefore, appropriate lock-on and off constraints should be encouraged on the premise of acceptable response errors. Figure 17 shows the frequency performance with and without the lock-on and off constraints. As presented above, with the support of supplemental resources, the system's frequency has been maintained in a reasonable region. The limits of the EPP-WH were significantly reduced due to the lesser availability of resources. Though the feasible region was smaller, this constraint was beneficial because the controlled time of each water heater per minute has decreased from 3.2 to 1.3, which improved the users' comfortable levels. Therefore, appropriate lock-on and off constraints should be encouraged on the premise of acceptable response errors. Figure 17 shows the frequency performance with and without the lock-on and off constraints. As presented above, with the support of supplemental resources, the system's frequency has been maintained in a reasonable region. Therefore, a certain amount of supplemental resources are of great significance as the UFLS is not the only method for maintaining the system's frequency. Therefore, alternative schemes should be anticipated.
On the one hand, the UFLS is a type of long-term method to maintain the normal status of power systems. On the other hand, water heaters should not be controlled too often when there are no urgent frequency regulation demand. The control period of the EPP-WH will be extended to 1 min after the normal period of system's frequency. Figure 16 shows the EPP-WH's operating in the upper and lower limits without lock-on and off constraints and the status taking constrains into consideration with a 5 min time limit. The limits of the EPP-WH were significantly reduced due to the lesser availability of resources. Though the feasible region was smaller, this constraint was beneficial because the controlled time of each water heater per minute has decreased from 3.2 to 1.3, which improved the users' comfortable levels. Therefore, appropriate lock-on and off constraints should be encouraged on the premise of acceptable response errors. Figure 17 shows the frequency performance with and without the lock-on and off constraints. As presented above, with the support of supplemental resources, the system's frequency has been maintained in a reasonable region. Figure 18 shows the behavior of a single water heater with 16 • C dead-band and 50 • C setpoint, according to Equation (2), the upper and lower temperature limits can be calculated. The circle with dashed line on the left highlights the obvious curve of the temperature trajectory indicating the moment when hot water was used, according to Equation (1) . The gray points indicate the moment when the water heater received the command to be turned off, while the black points indicate the time measures were implemented to turn on the water heater.
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Energies 2017, 10, 559 17 of 21 Figure 18 shows the behavior of a single water heater with 16 °C dead-band and 50 °C setpoint, according to Equation (2), the upper and lower temperature limits can be calculated. The circle with dashed line on the left highlights the obvious curve of the temperature trajectory indicating the moment when hot water was used, according to Equation (1) . The gray points indicate the moment when the water heater received the command to be turned off, while the black points indicate the time measures were implemented to turn on the water heater. Figure 1 , it can be observed that a given number of water heaters have been controlled with some concaves left in the operating regions. As there is a unique correspondence between rising temperature and power consumption, the EPP-WH, which is integrated by TCAs, can produce good responses based on the targets sent from the control center. 
Conclusions and Future Work
In this study, an efficient power plant was developed based on the thermostatic dynamic model of water heaters. A number of strategies, including load shedding calculation, top layer optimization, and improved TPL strategy with lock-on and off constraints, were proposed to establish the EPP-WH as a good candidate for frequency regulation. To evaluate the performance of the proposed method, case studies with different conditions were simulated under load control, and essential conclusions were drawn. The results showed that using the model and the proposed strategies, the EPP-WH had a good and stable frequency regulation performance. As a load-side solution, more types of TCAs, such as air-conditioners and heat pumps were recommended as frequency regulation resources. The optimization of lock-on and off time limits and price constraints will also be investigated in the future. Figure 1 , it can be observed that a given number of water heaters have been controlled with some concaves left in the operating regions. As there is a unique correspondence between rising temperature and power consumption, the EPP-WH, which is integrated by TCAs, can produce good responses based on the targets sent from the control center. Figure 18 shows the behavior of a single water heater with 16 °C dead-band and 50 °C setpoint, according to Equation (2) , the upper and lower temperature limits can be calculated. The circle with dashed line on the left highlights the obvious curve of the temperature trajectory indicating the moment when hot water was used, according to Equation (1) . The gray points indicate the moment when the water heater received the command to be turned off, while the black points indicate the time measures were implemented to turn on the water heater. Figure 19 shows the results of the temperature trajectories of the EPP-WH with an average of 16 °C dead-band and 50 °C setpoint. Compared with Figure 1 , it can be observed that a given number of water heaters have been controlled with some concaves left in the operating regions. As there is a unique correspondence between rising temperature and power consumption, the EPP-WH, which is integrated by TCAs, can produce good responses based on the targets sent from the control center. 
Case 5-Temperature Changes of EPP-WH When Controlled
Conclusions and Future Work
In this study, an efficient power plant was developed based on the thermostatic dynamic model of water heaters. A number of strategies, including load shedding calculation, top layer optimization, and improved TPL strategy with lock-on and off constraints, were proposed to establish the EPP-WH as a good candidate for frequency regulation. To evaluate the performance of the proposed method, case studies with different conditions were simulated under load control, and essential conclusions were drawn. The results showed that using the model and the proposed strategies, the EPP-WH had a good and stable frequency regulation performance. As a load-side solution, more types of TCAs, such as air-conditioners and heat pumps were recommended as frequency regulation resources. The optimization of lock-on and off time limits and price constraints will also be investigated in the future. 
Each network must include at least one slack generator. The angle θ 0 G is assumed to be the reference angle of the system. The detailed slack generator parameters are listed below in Table A2 . Table A2 . Slack Generator data.
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